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GENERAL POWER TOOL SAFETY WARNINGS

WARNING: TO REDUCE THE RISK OF FIRE OR SHOCK HAZARD, DO NOT EXPOSE
THIS EQUIPMENT TO RAIN, LIQUID, OR MOISTURE.

READ AND SAVE ALL WARNINGS AND INSTRUCTIONS FOR FUTURE REFERENCE

GENERAL SAFETY

Always wear safety glasses; use a face shield for heavy grinding.

Wear hearing protection and a dust mask/respirator when needed.

Tia back long hair, avoid loose clothing and jewalry.

Do not use the machine if you are tired, distracted, or under the influence.,

Keep guards in place and in good condition.

Disconnect and leck out power before adjusting, changing belts/discs, or servicing.

MACHINE SETUP & WORK AREA

Flace the sander on a stable, level surface; secure it if neadad.

Sel work rests as close to the abrasive as possible without touching the belt or disc,
Keep the area clean, dry, and well-lit; remove oil, clutter, and trip hazards.

Position the machine so sparks and dust are directed away from pecple and flammables.
Ensure adequale clearance around the machine for long or large parts.

BELT SANMDER SAFETY

Inspact tha balt for tears, wear, or damage before use; replace if damaged.

Lise the correct belt type and grit for the material,

Track the belt 3o it runs centered on the wheels; adjust only with the machine at speed and hands
claear,

MNever oparate with the guard or belt cover removed.

Do not sand on the belt edge; use the platen or contact wheel surfaces as intended.

Keep fingers clear of pinch points at the balt entry/exit and wheels.

Allow the machine to reach full speed before contacting the belt.

Do not exceed light, steady pressure—let the abrazive do the work.

OPERATING SAFETY

<tand to one side of the beltfdisc during startup.

Hold the work firmby with two hands; use a jig, fixiure, or miter gauge for small paris.

Fresant the workplecs gently; avoid sudden caontact that can grab or kick back.

Keep the work flat on the table/rest; don't lift into the belt/disc,

Sand on the downward-moving side of the disc; never on the upward side.

Maintain contral of the work until the balt/disc stops moving.

Da not grind magnesium, titanium, or ather highly flammable materials without proper procedures
and approvals.




Machine Overview — D510-45 Belt and Disc Sander

The Kalamazoo DS10-45 is a 4" x 36" belt and 10" disc combination sander designed for
precision shaping, smoothing, and finishing operations. Built with industrial-grade
components, this heavy-duty sander delivers reliable performance in demanding
environments such as machine shops, fabrication facilities, and maintenance departments,

Description

The DS10-4S combines the versatility of a belt sander and a disc sander in cne compact

unit, allowing operators to perform multiple sanding applications with a single machine. Its
robust construction, powerful motor, and adjustable worktables make it ideal for both light
deburring and precision finishing of metal, woed, and plastic parts.

Intended Use

The DS10-45 is designad for machining parts, precision metal fabrication, and general
manufacturing applications where consistent surface finishing is required. It is intended for
professional use in industrial and workshop settings to:

+  Remove burrs and sharp edges

+ Smooth welds and surfaces

«  Shape and finish small to madium-sized componeants
* Prepare parts for assembly, coating, or painting

Key Benefits

«  Dual-function design: Combings a belt and disc sander for versatile finishing options.

+  Heavy-duty construction: Ensures long service life and stable operation.

»  Precision performance: Provides accurate sanding results for tight-tolerance work.

- User-friendly operation: Adjustable worktables and safety guards enhance operator
cantrol.

»  Compact footprint: Maximizes workspace efficiency in busy shop environments.

- Low maintenance: Simple design for easy belt and disc changes and routine upkeep.

«  Made in USA




OPERATING INSTRUCTIONS

Disconnect power before making any adjustments

Abrasive belt rotation is counterclockwise. If the abrasive belt is lap spliced, be sure
of correct rotation. Butt spliced belts are bi-directional.

Belt tension is pre-set with tension spring (14) No balt tension adjustment is needed

Belt Changing — Disconnect power. Open box guard (26). Squeeze the sanding belt
to compress the spring and lower the tension shaft. While still squeezing the belt, flip
cam (19) parallel. Remove and replace the bel

Bell tracking - With power disconnected, rotate the belt by hand to center it. Loosen
hex nut (16) and adjust tracking bolt (15) in or out to track the belt. Re-tighten hex nut
(16) to lock the setting. Close box guard (26) and reconnact power,

To adjust the sander attachment, remove the socket head cap screws (25).
Reposition the sanding head to the horizontal position, then reinstall the socket head
cap screws (25) and track the sanding belt for proper alignment.

To adjust disc sander worktable (33) loosen worktable locking knobs (34) adjust
worktable o desired position and tighten locking knobs (34) to secure worklable (33).

Examine the abrasive belt carefully before use. Never use an abrasive belt with a
nicked or cut edge, crease, or handling damage.




DS510-45 Technical Specifications

Feature Specification Notes
Combination belt and disc
Model D510-45 sander
Belt Size 4" % 36" Uses standard sanding belts

Disc Diameter

10"

Aluminum disc with precision
balance

Specify phase and voltage

Motor 1/2 HP, 1 PH, 115V .
when ordering
Belt Speed 3,500 SFPM Ideal for rapid material removal
. Provides smooth, consistent
Dizc Speed 1.725 RFM sanding action
. . . Can be tilted for angled
Work Table (Disc) Adjustable, cast iron sanding
. For flat or vertical balt sanding
Work Table (Belt) Adjustable positions
. . Ensures belt alignment during
Belt Tracking Manual tracking adjustment operation
Construction Heavy-duty steel and cast iron | Built for industrial environments
" - - Compact footprint for shop
Dimensions (Approx.) 2" Lx20Wx 14" H banches
- May vary slightly by
Shipping Weight 120 |bs configuration
Dust Collection 2" sutlet Compatible with shop vac or

dust system

Safety Features

Belt'disc guards, adjustable
rests

Designed for safe operation

Made In

USA

Kalamazoo Industries,
Michigan




DS510-45 Maintenance Checklist

Daily Maintenance

Task

Power Off & Unplug

Action

Dizconnact the machine bafora
inspection or cleaning.

Always lock outtag out bafora

maintenance.

Clean Machine Surfaces

Wipe dust, grit, and debriz from belt,
disc, and worktables,

Prevents buildup and ensures
smooth operation,

Inspect Abrasive Belt

Check for tears, fraying, or excessive
wear. Replace if damaged.

Waom belts can reduce
performance and safety,

Check for cracks, chips, or uneven

Inspect Disc Abrasive wear. Replace if nesded, Feplace immediately if damaged.
. Run machine and ansure ball tracks Use the tracking knob for fine
Check Belt Tracking properly on wheels. Adjust if off-center. | adjustment.
Check Guards and Verify all guards are in place and Mever operate without proper
Covers securs, guarding.
Weekly Maintenance
Task Action Notes

Inspect Worktables and Rests

Ensure worktables are tight, flat,
and corractly aligned.

Adjust locking knobs if loose.

Inspect Electrical Cord

Check for frays, cuts, or loose
connechons,

Replace immediately if damaged.

Check Motor Ventilation

Clean dust fram molor vanls.

Prevants overheating.

Inspect Dust Collection
System

Check hose and fittings for clogs
of leaks.

Clean or replace filiers/bags as
needed,




Monthly / Periodic Maintenance

Task Action

Notes

Lizsten for unusual noise or

Inspect Bearings and Pulleys vibration, Replace wann parta.

Tighten all mounting bolts,

Check Fasteners
screws, and guards.

amooth operation indicates good
condition,

Vibration may loosen
components over ime.

Inspect Belt and Disc Verify belt and disc surfaces are | Adjust as necessary for accurate
Alignment square to worktables. sandimg.
Overall Machine Inspection Conduct a full operational check. Verify performance, noise, and

vibration leveals.,

General Maintenance Tips

* Always disconnect power before maintenance or adjustments.

. Usze only OEM replacement parts and abrasives.

. Keep a maintenance log o record dales, pars replaced, and observations.
. Store machine in a dry, clean area when not in use,

. Follow all safety and cperating procedures cutlined in the manual.




WARRANTY: All products are guaranteed for a period of one year to the original purchaser,
against defects in material workmanship under normal use. Exclusions may apply.

RETURN POLICY: Authorization must be obtained BEFORE retumning merchandise. Contact

our customer service department at 269-382-2050 for a return authorization number. Include with
your return a copy of your invoice or packing slip. Materials must be sent back prepaid unless
otherwise indicated. All returns will be subject to a 10% restocking charge. Mo retums will be
accepled afler one year of the invoice dale.

BELT SANDER SAFETY:

1)
2)
3)
4]
3}
E)

7]

B)

9)

Read the operating instructions before running machine.,

Always wear safety glasses or a full-face shield for protection.

Keep hands clear of the sanding area.

Mever wear gloves or loase-fitting clothing when operating this machine.
Always keep hair tied back or coverad.

Let machine rotation come to a full stop before changing bealt,

Keep Safety guards in place. Do not alter guards or machine in any way. Any alterations to
guards or machine could causa sarious injury,

All belt sanders should be operated in a well-ventilated area, The dust created when some
materials are sanded can be harmful. Dust masks are recommended as practical means of
minimizing dust inhalation. Fumes from other sources can also cause fires when in contact with
sanding sparks,

Sparks created by sanding should be directed downward and away from the face and body. Do
not grind near flammable material,

10) Electric sanding machinas are not intended for use in or near water. This includes an operator

standing on a wet floor or working arcund containers of water or other conductive liquids,
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