KALAMAZOO
INDUSTRIES, INC.

www.kalamazooind’.com

K16-18WR 18” Wire Rope Saw
Instruction Manual

CONTACT US
PH: (269) 382-2050
OR VIA CONTACT FORM

MADE IN USA!




WARNING!

 TO REDUCE THE RISK OF FIRE OR SHOCK HAZARD,
DO NOT EXPOSE THIS EQUIPMENT TO RAIN, ANY LIQUID OR MOISTURE.

OPERATING INSTRUCTIONS

INSPECT YOUR NEW UNIT CAREFULLY FOR SIGNS OF SHIPPING DAMAGE. iF DAMAGED, PLEASE CONTACT CARRIER AND
SUBMIT A CONGEALED DAMAGED AEPORT. DO NOT RETURN GOODS TO US WITHOUT QUR RGA NUMBER AND SHIPPING
INSTHRUCTIONS, SEE BACK PAGE FOR RETURN POLICY AND WARRANTY.

BEFORE STARTING OR CONNECTING ELECTRICALS VERIFY THE PHABE AND VOLTAGE OF THE UNIT,
BE SURE MACHINE IS BALANCED CORRECTLY SO 1T WILL NOT TiP OVER,

TO GUARD AGAINST CONCEALED DAMAGE, STAND CLEAR AND OBSERVE UNIT FOR THE FIRST FEW MINUTES OF OPERATION.
GUARDS MUST NEVER BE REMOVED.

ABHASIVE SAW SAFETY

ih\;iéVNE_ErFSI REMOVE SAFETY GUARDS FROM MACHINE. DISCOMNECT POWER SOURCE BEFORE MAKING ANY MACHINE ADJUST-

E;L_gg;mc MACHINES ARE NOT INTENDED FOR USE N OR NEAR WATER, THIS INCLUDES AN OPERATOR STANDING ON AWET

PO NOT USE ARQUND FLAMMABLE MATERIALS OR LIGUIDS,

MACHINES SHOULD BE OPERATED IN VENTILATED AREAS.

ALWAYS WEAR SAFETY GLASSES QR A FULL FACE SHIELD FOR PROTECTION.

KEEP HANDS CLEAR OF THE CUTTING AREA.

DO NOT WEAR GLOVES OR LOOSE FITTING CLOTHES WHEN OPERATING THIS MACHINE.
ALWAYS KEEP HAIR TIED BACK OR COVERED.

ALWAYS KEEP FLANGES CLEAN AND TIGHT AGAINST CUTTING WHEEL.

ABRASIVE MACHINES ARE FOR ABRASIVE WHEELS NOT STEEL TOOTHED BLADES. DO NOT ATTEMPT TO USE STEEL BLADES

UNLESS CORRECTLY GUARDED WITH AN ENCLOSED WHEEL GUARD. KEEP STEEL BLADES FULLY RETRACTED INTO WHEEL
GUARD WHEN DONE CUTTING.

ALWAYS KEEP WHEEL GUARD IN DOWN POSITION,
BE SURE WORK PIECE IS CLAMPED SECURELY IN VISE BEFORE CUTTING,

WARNINGIH
IMPROPER USE MAY CAUSE BREAKAGE AND SERIOUS INJURY.

bo DONT
1. DO always handle and store wheels in a carsful manner. 1. DON'T use a cracked whesl or ane that has been dropped or has
2. DO visually inspect all wheals belore. mounting for possible become damaged.
damage. _ 2. BON'T force-a wheel onto the machine or alter the size of the
3. DO check machine speed against the established maximum mounting hole-if wheel won't fit the machine, get one that will
safe cperating speed marked on the wheel, 3. DON'T ever excead maximum operating speed established for
4. DG chetk mounting flanges for equal and correct diameter, the whael.
5. DO use mounting blotters when supplied with wheels. 4. DON'T use mounting flanges on which the bearing surfaces are
8. DO always use a satety guard covering at ieast one-half of not clean, flaf and ftes of burrs,
the abrasive whesl. 5. DON'T tighten the mounting nut excessively.
7. DO afiow newly mounted wheels to run at operating speed, 6. DON'T start the machine until the wheel guard is in place.
with guard in place, for al laast one minute before cutting. 7. DON'T jam work into whesl.
8. DO always wear safety glasses or some type of eye protection 8. DON'T force culting $o that motor siows hoticeably or work gets
when cutting. ' hot.

8. DON'T wear gloves when operating machine.

KALAMAZOQ INDUSTRIES, INC. 6856 East K Ave. Kalamazoo, Ml 49048
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DIMENSIONS ARE IN INCHES DRAWN
TOLERANCES:

FRACTIONAL + CHECKED
ANGULAR: MACH+  BEND #*

TWO PLACE DECIMAL ENG APPR.
THREE PLACE DECIMAL + MFG APPR.

INTERPRET GEOMETRIC Q.A.
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TITLE:

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 716-046 STAND (CART) FOR K16-18WR SAW ]
4"X 1-1/4" HARD RUBBER RIGID
2 120-004 ARD R 2
3 HHC5031016 5/16-18 X 1 HHCS GR5 Z 18
4 |SLWZ031 5/16 SPLIT L/W Z 27
4"X1-1/4" HARD RUBBER SWIVEL
5 120-002 CASTER WITH BRAKE, NO 2
BEARING
BASE, PLATE FOR K20SSF (NEW
7 FSCA037020 3/8-16 X 1-1/4 FSHCS 6
TRUNNION FOR KM16-18, K16-18,
8 831021 K20SSF (NEW STYLE) ]
9 HHC5037036 3/8-16 X 2-1/4 HHCS GR 57 4
10 |UFWz037 3/8 USS F/W Z 23
11 [sLwzo37 3/8 SPLIT L/W Z 22
12 [562-050 PIN, TRUNNION FOR K20RS ]
SAW ARM FOR K16-18, KM16-18,
13 |002-005 AND K20SSF SAW ]
14 |044-004 K20 SPINDLE BEARING 2
SPINDLE W TIGHT FLANGE FOR
15 701010 K16-18, K20SSF, K20E SAWS ‘
LOOSE FLANGE FOR K16-20,
16 292011 KM16-18, KM20-22 ‘
17 |537-027 SPINDLE NUT FOR K16-20 :
18 |SSKA031006 5/16-18 X 3/8 SOC SETKNURLPT.| 2
MOTOR MOUNT PLATE K16-20
20  |HHC5037020 3/8-16 X 1-1/4 HHCS GR5 Z 9
MOTOR PLATE TENSION SCREW
211696029 FOR K16-K20 SAWS ]
22 |FJNZO50 1/2-13 F H JAM NUT Z :
3 |CREZ031040 5/16-18 X 2-1/2 ZCARRIAGE BOLT| |
24  |UFWZ031 5/16 USS F/W Z 4
25  |FHN5031 5/16-18 FHN GR5 ZINC 5
15HP MOTOR FOR K20SSF-15,
26  |486-020 K20SW-15, KM20-22/15. K20FS, ]
K20E
27 |FHN5037 3/8-16 FHN GR5 Z 7
MOTOR PULLEY SHEAVE FOR
K1 6—2108,2 57\1 61 8,2I62§)§SF}1 5,
KM20-22/15, KM20-22W/15
28 |560-046 (K20SSF 7 1/2 HP), SPINDLE ]
PULLEY SHEAVE FOR K20SW-15HP
& 20HP
MOTOR PULLEY BUSHING FOR
FOR K16-18, KM16-18, K20SSF-15,
29 |049-003 K20RS-15, K20SW-15, ]
KM?20-22-15HP, KM20-22W-15,
S10D
SPIIgIDéE PULLéEY8$HE2A6\S/§ FOR
K16-18, KM16-18, K20SSF-15.
30 [560-047 K20RS. KM20-22/15, MOTOR ]
PULLEY SHEAVE FOR K20SW-20HP
BUSHING FOR K16-18, K20SSF-
31 |049-004 15HP, K20RS-15, KM16-18, KM20-| 1
22-15HP SPINDLE PULLEY
COLLAR FOR $4- SPACER FOR
32 |123-003 K20 BELT GUARD ]
33 |051-005K208SFKT6- 3V600 V-BELT FOR K16-18, A
18 K20SSF, K20E, K20RS, K20SW
6-1/4 INCHES OF 3/8-16
5-3/8 INCHES OF 3/8-16
OUTER GUARD, BELT FOR K16-18
36 |342:039 AND K20SSF SAWS ]
37 |CPNz037 3/8-16 CAP NUT NICKEL 2
HALF ROUND GUARD FOR
38 |342-112 T ]
GUARD, INNER BELT FOR K16-18,
37 |342:039A KM16-18, K20SSF SAWS ‘
HANDLE WITH GRIP FOR K16-20
40 |381-009 ABRASIVE SAW ‘
41 |SSKA025006 1/4-20 X 3/8 SOC SET KNURL PT. 2
42 |ZERKO12000 1/8-27 X 11/16 STRT LUBE FITTING | 2
SPACER BUSHING FOR K590,
43 |049-116 KS490, K20/15HP SERIES SPINDLE | !
SWITCH BRACKET FOR MAG
44 |041-092 SWITCH ON K20 ARM ]
45  |HHC5025008 1/4-20 X 1/2 HHCS GR5 Z 2
46 |SLWZ025 174 SPLIT L/W Z 2
STOP, DOWN FOR K16-18 AND
47 1709-003 K20SSF SAWS ]
48  |FHN5075 3/4-10 FHN GR5 Z :
45 |RND-0.5-T3THRD 1-3/4 INCHES OF 1/2-13 :
ROD X 1.75 LONG THREADED ROD
50  |FHN5050 1/2-13 FHN GR5 Z :
51 |UFWZ050 1/2 USS F/W Z ]
50 [912-001 VISE, V-BLOCK CHAIN 2
53 |SHCA031020 5/16-18 X 1-1/4 SHCS 8
BRACKET AND BUSHING FOR
54 |041-076ASSY CHAIN TAKE-UP FOR K20SW- 2 2
REQUIRED
55  |HHC5037024 3/8-16 X 1-1/2 HHCS GR5 Z 4
FOOT PEDAL, CHAIN VISE, FOR
56 |455-008 K16-18WR SAW ]
57 123016 S6 IDLER PULLEY LOCK COLLAR 2
58 |SSKA025004 1/4-20 X 1/4 SOC SET KNURL PT. 2
o ls60.03¢ CHAIN VISE Pg/kbg\( FOR K20SW :
SPRING ATTACHING BRACKET
60 |455-008BRACKET (CART SIDE) FOR K16-18WR ]
CHAIN VISE FOOT PEDAL
1 lewwaos: 5/16 BOWED SPRING WASHER :
21/64
62 |TEBZ031032 5/16X2 TURNED EYE BOLT Z 2
SPRING, FOOT PEDAL FOR K16-18
63 |697-022 AND K20SSF SAWS ]
HOOK,, CHAIN VISE, FOR K16é-
CHAIN FOR K16-18WR SAW
UNLESS OTHERWISE SPECIFIED: NAME | DATE NALAMAZOO

WIRE ROPE ABRASIVE
SAW, MOUNTED ON

CART

SIZE DWG. NO.

REV

E KI16-18WR

SCALE: 1:5 WEIGHT:

1
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