




Basic Operation

KM16-18 , 16 or 18”abrasive blade
1” arbor
10 hp, 3 ph/220 or 440 volt.
Electrics: Punch/drill switch for seal tite fitting. Bring AC power into switch. Connect to
L1, L2, L3 on the top of the switch. CAUTION: Be sure of correct voltage. Wiring
changes from factory settings are done at the motor junction box and overloads at switch.
Consult an electrician if not familiar with electrics. Wiring changes/failures are not
covered under factory warranty. KNOW WHAT YOU ARE DOING !!!

Model: KM 16-18 abrasive saw is designed for straight cutting or mitre cutting with an
abrasive blade. DO NOT USE STEEL/CARBIDE TIPPED BLADES!! ABRASIVE
BLADES ONLY!! MACHINE IS NOT GUARDED CORRECTLY FOR STEEL
BLADES !!! KALAMAZOO INDUSTRIES MFGS. OTHER MACHINES DESIGNED
FOR STEEL/CARBIDE BLADES. SEE MODELS: HS14,KM14HS,KM14SC,HSM14
FOR NON FERROUS MATERIALS.

Abrasive blades- Abrasive blades come in many grits, bonds, hardnesses, etc.. Use the
correct blade for the material being cut. Good abrasive cuts should be bright and the same
color as the outside of the material. Discoloration, burning, bogging down in the cut , etc.
points to the WRONG wheel. Consult your dealer for the correct wheel grade.

Mitre cutting: Lock handle (28) on front of saw releases the table lock so the saw table
can be rotated. Steel pin on the side of the mitre plate base (2) is pre-set at 45 deg. Left
or right and 90 degrees. Pull this pin , release lock handle and the sawhead will rotate
using trunnion pin (54) as a handle. Establish desired cutting angle and re-lock handle
(28).
Be sure workpiece is slightly ahead of wheel center. (Toward operator) Climb cutting
will result if workpiece is behind wheel center (toward back of machine). Use a shim or
spacer to bring small workpieces out toward the operator. The vise opening is set for the
largest workpiece. Small workpieces will be to far back….move them out towards the
front of the machine with a spacer/shim . Bouncing of saw head may result with wrong
part location. Work piece should be ahead of wheel & part center towards the operator.
Use enough pressure to make the wheel breakdown but not so much as to stall the unit.

Vises- Use both vises for straight cutting if work piece is straight. Trying to straighten
bent/ crooked work pieces in both vises will cause binding of the part and wheel
breakage. DO NOT USE 2 VISES FOR MITRE CUTTING, PULL ONE VISE AWAY
DEPENDING ON THE MITRE ANGLE.

Maintenance- Keep V belts tight with approx. ½” of squeeze when properly tensioned.
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TABLE TO BE CENTERED AND LOCKED IN POSITION. TABLE
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MITRE TOP TABLE VIEW
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ITEM NO. PART NUMBER DESCRIPTION QTY.
1 716-018 STAND ASSEMBLY FOR KM16-18 SAW 1

2 829-029 TABLE, MITRE TOP (SQUARE TOP)
FOR KM16-18 1

3 FSCA037020 3/8-16 X 1-1/4 FSHCS 4
4 UFWZ037 3/8 USS F/W Z 27
5 SLWZ037 3/8 SPLIT L/W Z 28
6 FHN5037 3/8-16 FHN GR5 Z 12
7 700-025 TABLE BEARING SHAFT/MOUNT

FOR KM16-18, KM20-22 SAWS 5
8 044-001 K12 BEARING 5
9 HHC5025020 1/4-20 X 1-1/4 HHCS GR5 Z 10
10 SLWZ025 1/4 SPLIT L/W Z 12
11 050-031 BASE, (ROUND) TOP FOR KM16-

18 1

12 049-114 ECCENTRIC BUSHING FOR KM16-
18 MITRE TABLE TOP 1

13 049-115 CONCENTRIC BUSHING FOR
KM16-18 MITRE TABLE TOP 2

14 SLWZ062 5/8 SPLIT L/W Z 4
15 SLWZ031 5/16 SPLIT L/W Z 16
16 UFWZ031 5/16 USS F/W Z 10
17 HHC5031020 5/16-18 X 1-1/4 HHCS GR 5 Z 3
18 044-007 K10 BEARING 3
19 053-020 BLOCK, HOLD DOWN FOR KM16-

18 1
20 SHCA031048 5/16-18 X 3 SHCS 2
21 FHN5031 5/16-18 FHN GR5 ZINC 3
22 SSDA051016 1/2-20 X 1 FULL DOG SKT SCREW 1

23 696-020
BRASS FOOTPAD, MITRE TABLE

LOCK
FOR KM16-18

1

24 381-011 HANDLE, HOLD DOWN FOR
KM16-18 1

25
RND-0.625-
11THRDRODX5.5LO
NG

5-1/2 INCHES OF 5/8-11
THREADED ROD 1

26 454-006 LOCK NUT FOR KM16-18 1
27 CPNZ062 5/8-11 CAP NUT Z 1
28 441-001 K10- 16 VISE ROD KNOB 3
29 FHN5062 5/8-11 FHN GR5 Z 1
30 699-024 SPACER, FENCE FOR KM16-18 2
31 699-025 SPACER, VISE FOR KM16-18

SAWS 2
32 293-009L LEFT FENCE, MITRE KM16-18 1
33 293-009R RIGHT FENCE, MITRE KM16-18 1
34 HHC5037032 3/8-16 X 2 HHCS GR5 Z 6
35 386-001 K10-16 VISE HOUSING 2
36 645-009 VISE ROD (LONG) FOR KM10,

KM14, K12-14W, KM16-18 2
37 454-001 K10-16 VISE CAM PLATE 2
38 697-001 K10-16 VISE ROD SPRING 2
39 129-001 K10-16 VISE CAM 2
40 381-001 K10- 16 VISE HANDLE 2
41 441-002 K10-16 VISE LOCK HANDLE KNOB 2
42 431-011 FRONT VISE JAW FOR KM16-18

VISE ASSEMBLY 2

43 562-001 VISE JAW PIN FOR K10B, K12B,
K14B, KM16-18 VISE ASSEMBLIES 2

44 SSSA025024 1/4-20 X 1-1/2 SOC SET CUP PT. 2
45 SSSA025022 1/4-20 X 1-3/8 SOC SET CUP PT. 2
46 FHN5025 1/4-20 FHN GR5 Z 4
47 SSKA010004 10-24 X 1/4 SOC SET KNURL PT 2

48 641-016 RETAINING RING SHR-62 ST PA
5/8 2

49 SHCA031032 5/16-18 X 2 SHCS 20
50 556-083 PLATE, VISE JAW FOR KM16-18 2
51 FSCA031016 5/16-18 X 1 FSHCS 4
52 831-021 TRUNNION FOR KM16-18, K16-18,

K20SSF (NEW STYLE) 1
53 HHC5037036 3/8-16 X 2-1/4 HHCS GR 5 Z 4
54 562-023 PIN, TRUNNION FOR KM16-20 1
55 002-005 SAW ARM FOR K16-18, KM16-18,

AND K20SSF SAW 1

56 044-004 K20 SPINDLE BEARING 2

57 701-010 SPINDLE W TIGHT FLANGE FOR
K16-18, K20SSF, K20E SAWS 1

58 292-011 LOOSE FLANGE FOR K16-20,
KM16-18, KM20-22 1

59 537-027 SPINDLE NUT FOR K16-20 1
60 SSKA031006 5/16-18 X 3/8 SOC SET KNURL PT. 2

61 486-010 MOTOR MOUNT PLATE K16-20
ASSEMBLY 1

62 HHC5037020 3/8-16 X 1-1/4 HHCS GR5 Z 8
63 696-029 MOTOR PLATE TENSION SCREW

FOR K16-K20 SAWS 1
64 FJNZ050 1/2-13 F H JAM NUT Z 1
65 CRBZ031040 5/16-18 X 2-1/2 CARRIAGE BOLT

Z 1

66 486-019 10HP MOTOR FOR K16-18, KM16-
18, BG14 1

67 560-046

MOTOR PULLEY SHEAVE FOR
K16-18, KM16-18, K20SSF-15,
KM20-22/15, KM20-22W/15
(K20SSF 7 1/2 HP), SPINDLE

PULLEY SHEAVE FOR K20SW-15HP
& 20HP

1

68 049-003

MOTOR PULLEY BUSHING FOR
FOR K16-18, KM16-18, K20SSF-15,

K20RS-15, K20SW-15,
KM20-22-15HP, KM20-22W-15,

S10D

1

69 560-047
SPINDLE PULLEY SHEAVE FOR
K16-18, KM16-18, K20SSF-15,
K20RS, KM20-22/15, MOTOR

PULLEY SHEAVE FOR K20SW-20HP
1

70 049-004
BUSHING FOR K16-18, K20SSF-

15HP, K20RS-15, KM16-18, KM20-
22-15HP SPINDLE PULLEY

1

71 123-003 COLLAR FOR S4- SPACER FOR
K20 BELT GUARD 1

72 051-005 V-BELT FOR K16-18, K20SSF, K20E,
K20RS, K20SW, KM20AS 4

73 RND-0.375-
16THRDRODX6.25

6-1/4 INCHES OF RND-3/8-16
THREADED ROD 1

74 RND0.375-
16THRDX5.5.375

5-3/8 INCHES OF 3/8-16
THREADED ROD 1

75 342-039 OUTER GUARD, BELT FOR K16-18
AND K20SSF SAWS 1

76 CPNZ037 3/8-16 CAP NUT NICKEL 2

77 342-039A GUARD, INNER BELT FOR K16-18,
KM16-18, K20SSF SAWS 1

78 381-009 HANDLE WITH GRIP FOR K16-20
ABRASIVE SAW 1

79 SSKA025006 1/4-20 X 3/8 SOC SET KNURL PT. 1
80 ZERK012000 1/8-27 X 11/16 STRT LUBE FITTING 2

81 342-030 INNER WHEEL GUARD FOR K16-
18, K20SSF SAWS 1

82 HHC5025012 1/4-20 X 3/4 HHCS GR5 Z 2
83 UFWZ025 1/4 USS F/W Z 2
84 342-052 GUARD, WHEEL FOR KM16-18 1
85 HHC5031016 5/16-18 X 1 HHCS GR5 Z 6
86 342-052A OUTSIDE SUPPORT BRACKET FOR

KM16-18 WHEEL GUARD 1

87 049-116 SPACER BUSHING FOR K20/15HP
SERIES SPINDLE 1

88 940-001 DOWN STOP ASSEMBLY FOR
KM16-18 AND KM20-22 1

89 709-010 KM20-22 MITRE TABLE STOP
LEVER 1

90 18WHEEL 18 INCH WHEEL 1
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